Wireless Atomic Digital Color Weather Station with Alerts  Operation Manual
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LCD DISPLAY：
A. Main features ：
1. Nine function keys: 【TIME】、【ALARM】、【ALERT】、【UP/12-24H】、【DOWN /RCC】、【MAX/MIN】、【RF】、 【CY】、【SN/LIGHT】

2. Four-digit displaying hours, minutes

3. Indoor ambient temperature：-10℃～50℃ [14℉～122℉]

4. Four-digit month-day display; Toggle display alarm Time
5. Automatic atomic clock receive (DCF/MSF/WWVB). 

6. Alarm and snooze functions,5 minutes delay alarm
7. LED Backlight, delay  10 seconds
8. 5 Level weather forecast Status: Sunny, cloudy, overcast, Light Rain (Light snow), heavy rain (heavy  snow)
9. Temperature  alert  function
10. Outdoor ambient temperature range:-40℃-+70℃; up to 70℃ show HH.H , below -40℃ display LL. L
11. Indoor ambient temperature range:-10℃-+50℃; up to 50℃ show HH.H , below -10℃ display LL.L

12. Indoor and outdoor ambient humidity range:20-99%; above 99% show HH, below 20% show LL
13. Indoor Outdoor temperature / humidity / trend of barometric pressure, max and min memory functions.
1. Temperature display format selection(℃/℉)
2.  Low voltage detection : low voltage display indoor receiver battery power , low voltage display outdoor transmitter battery charge
B. Power on & Reset 

1. On Power or Reset, LCD full display 3 seconds, backlight is lit at the same time 10 seconds → buzzer BI one sound , → Enter the national region selection → detect temperature and humidity → Enter the RF receive → Enter RCC receive
[Power On this product requires the user to first select Set Country region:  DCF= European EU; MSF = English UK;  WWVB= United States US, or go to setup mode to select Country area, when no signal is received in the area, automatically loops in three zones . signal will base on the last time you receive ]

[Select the interface in the national area, press [SN/LIGHT] button to switch selection,, confirm by any other key, if not, then the default is DCF European EU]
2. Power on default perpetual calendar display:
	
	Display time
	Month / Day
	Date
	Week default language
	Temperature unit
	RCC
	Jet lag
	AL Time

	DCF Euro EU 
	00:00:00 (24hr)
	D/M
	2018 -1-1,
	German
	℃
	On
	0
	7:00am

	MSF English UK 
	12:00am (12hr) 
	D/M
	2018 -1-1,
	English
	℃
	On
	No
	7:00am

	WWVB United States  US 
	12:00am (12hr) 
	M/D
	2018 -1-1,
	English
	℉
	On, DST on
	E
	7:00am


	　
	Display time
	Month / Day
	Date
	Week default language
	Temperature unit
	RCC
	Jet lag
	Alarm Time

	DCF =EU 
	00:00:00 (24hr)
	D/M
	2018 -1-1,
	German
	℃
	On
	0
	7:00am

	MSF =UK 
	12:00am (12hr) 
	D/M
	2018 -1-1,
	English
	℃
	On
	No
	7:00am

	WWVB = US 
	12:00am (12hr) 
	M/D
	2018 -1-1,
	English
	℉
	On, DST on
	E
	7:00am


	
	Display time
	Month / Day
	Date
	Week default language
	Temperature unit
	RCC
	Jet lag
	

	DCF
	00:00:00 (24hr)
	D/M
	2018 -1-1,
	German
	℃
	On
	0
	7:00am

	MSF English UK 
	12:00am (12hr) 
	D/M
	2018 -1-1,
	English
	℃
	On
	No
	7:00am

	WWVB United States  US 
	12:00am (12hr) 
	M/D
	2018 -1-1,
	English
	℉
	On, DST on
	E
	7:00am


C. Operation and display ： 
1. Key functions ：【TIME】、【ALARM】、【ALERT】、【UP/12-24H】、【DOWN /RCC】、【MAX/MIN】、【RF】、 【CY】、【SN/LIGHT】
	　
	　
	【TIME】
	【ALARM 】
	【ALERT】
	【UP/12-24H】
	【DOWN /RCC】
	MAX/MIN
	【RF】
	【CY】
	【SN/LIGHT】

	Standard mode
	Single Press
	View ALARM Time 
	Switch alarm
	View temperature Alarm Values
	12/24h switch 
	C/F Switch, when receiving RCC , sing press to stop  receive RCC 
	to View the  temperature and humidity maximum/ Minimum values 
	------
	View current Country Area
	Light LED 10 seconds ; single Press enter Snooze when the alarm is ringing;View temperature alarm values, switch ALERT 

	
	Hold 2 sec.
	Enter Time setting
	Enter Alarm settings
	enter ALERT Setting 
	------
	To Force access to RCC receive
	when displayed MAX or MIN ,clear all history of temperature and humidity 
	Outdoor RF Register 
	Enter setting Country region
	Light LED 10 seconds

	Clock settings
	Single Press
	Select Settings Item / determine 
	------
	------
	Single Step increment
	Single Step Descending
	------
	------
	　
	Light LED 10 seconds

	
	Hold 2 sec.
	------
	------
	------
	8 Steps / second increment
	8 Steps / Second Decrement 
	------
	------
	　
	Light LED 10 seconds

	Alarm Setting 
	Single Press
	------
	Select Settings Item / determine 
	------
	Single Step increment
	Single Step Descending
	------
	------
	　
	Light LED 10 seconds

	
	Hold 2 sec.
	------
	------
	------
	8 Steps / second increment
	8 Steps / Second Decrement 
	------
	------
	　
	Light LED 10 seconds

	Temperature Alarm Settings
	Single Press
	———
	———
	Select Settings Item / determine
	Single Step forward
	One step back
	———
	———
	　
	Light LED 10 seconds

	
	Hold 2 sec.
	———
	———
	------
	8 Steps / seconds forward 
	8 Steps / second back 
	———
	———
	　
	Light LED 10 seconds


Keys  Operation：

· Single press 【TIME】key , view the alarm time .
· Long Press 【TIME】key, buzzer BI sound , enter time setting 

· Press 【ALARM 】switch alarm clock 

· Long Press the 【ALARM 】 key, buzzer BI sound , enter the alarm time setting, during 

the setting , if 20 seconds do not press the key to exit the setting, return time display 

· Single press the【SN/LIGHT】key , backlight lighting 10 seconds 

· Single press【UP/12-24H】key , Toggle time display format 12/24h 
· Long Press 【RF】 Key, RF registration 

· Single press 【DOWN/RCC】 , toggle temperature ℃ /℉ format 

· Long Press 【DOWN/RCC】 Key, start RCC receive, and then tap exit RCC receive 

· When the alarm clock is ringing, press any key to stop the noise, press the 【SN/LIGHT】 button , Enter the snooze state, the alarm will delay 5 minutes 
2. Time settings：
· Long Press 【TIME】key, buzzer BI sound , enter time setting
· Set in the order： 
	Set Order
	CY
	ZONE
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　

	DCF European EU 
	Country →
	Time zone →
	Years →
	DM/MD → 
	Month →
	Day →
	Language →
	12/24h → 
	Hours →
	Minutes →
	Exit
	　

	MSF English UK 
	Country →
	Time zone →
	Years →
	DM/MD → 
	Month →
	Day →
	Language →
	12/24h → 
	Hours →
	Minutes →
	Exit
	　

	WWVB US US 
	Country →
	Time zone →
	Years →
	DM/MD → 
	Month →
	Day →
	Language →
	12/24h → 
	Hours →
	Minutes →
	DST On/off → 
	Exit


· Year setting range ：2000～2099
· The week changes with the day of the year .
· When setting, the item being set will blink at the 1HZ frequency
· Single press【TIME】Key, determine the setting result and goes to the next setup item
· Press 【UP/12-24H】key, the Setting  item forward one step, and hold down 2 seconds, to advance at the 8 steps per second 
· Press【DOWN/RCC】key, the Setting  item back one step, and hold down 2 seconds to rewind at the 8 steps per second
· No settings in 20 seconds will save settings and exit

· Partial Details：

· In USA, WWVB has DST settings selection, If DST setting to on, successfully receiving WWVB signal, display DST ICON, US time plus 1 hours
· EU DCF version and UK version of MSF , if a DST signal is received, ICON showing DST 

· Time zone offset, European DCF version and UK version of MSF , time setting mode has +-12 hour adjustment, after adjust rear time display offset
· USA Time Zone description:
	ZONE :
	 

	DCF  European EU Time Zone: 
	+-12H

	MSF  English UK Time Zone:
	+-12H

	WWVB  U.S. version US time have 7 zones .
	 

	　
	Atlantic–AT (GMT-4) 

	　
	Eastern–E (GMT-5)

	　
	Central–C (GMT-6) 

	　
	Mountain–M (GMT-7)

	　
	Pacific–P (GMT-8)

	　
	Alaskan–AK (GMT-9)

	
	

	　


	Hawaii –H (GMT-10)


· The five languages List :
	
	
	
	
	
	
	
	
	
	

	Language
	Referred
	Monday
	Tuesday
	Wednesday
	Thursday
	Friday
	Saturday
	Sunday

	United Kingdom
	EN
	MO
	TU
	WE
	TH
	FR
	SA
	SU

	France
	FR
	LU
	MA
	ME
	JE
	VE
	SA
	DI

	Germany
	GE
	MO
	DI
	MI
	DO
	FR
	SA
	SO

	Italy
	IT
	LU
	MA
	ME
	GI
	VE
	SA
	DO

	Spain
	SP
	LUN
	MA
	MI
	JU
	VI
	SA
	DO


3. Alarm settings：
· Long Press【ALARM】key, buzzer BI sound , go to alarm time setting
· When set, the item being set will blink at the 1HZ frequency

· Press【ALARM】 key , determine the setting result and goes to the next setup item
· Alarm Time Set order: Hours → minutes → exit
· Press【UP/12-24】button , Set the item forward one step,, and hold down 2 seconds to advance at the 8 steps per second 

· Press【DOWN/RCC】key, set the item back one step, and hold down 2 seconds to rewind at the 8 steps per second

· No settings in 20 seconds will save settings and exit

4. Temperature alert settings：
· Single press 【ALERT】to view the set values of the temperature alarm , in the order of the following: outdoor High → outdoor low → indoor high → indoor low → exit , press【SN/LIGHT】key , to viewing the corresponding data of the temperature alarm for the value . 
· Long Press【ALERT】key, buzzer BI sound, enter temperature alarm settings 
· When setting, the item being set will blink at the 1HZ frequency 
· Press 【ALERT】key, determine the setting result and goes to the next setup item 
· Temperature  alert setting  order: Outdoor High → outdoor low → indoor high → indoor low → exit 
· Press 【UP/12-24H】button , Set the item forward one step,  and hold down 2 seconds to advance at the 8 steps per second 
· Press【DOWN/RCC】button, set the item back one step, and hold down 2 seconds to rewind at the 8 steps per second
· temperature alert , outdoor alarm temperature defaults temperature high for +158°F (+70°C), low end -104° F( -40°C) 
· temperature alert , indoor alarm temperature defaults temperature high for +158°F (+70°C), low end to -50° F( -10°C) 
· temperature alert defaults to close 
· During the temperature alert setting, The HIGH is always greater than LOW 1(C or +1(F 
· When the temperature alarm is turned on, the corresponding HIGH or LOW bell will appear, when a temperature alarm is ringing, the corresponding bell will blink with the 1HZ frequency and every 60 seconds, make sounds Bibibibi,bibibibi, Bibibibi,bibibibi, Bibibibi(total 5 times ), when ALERT ringing , except 【SNOOZE】 key, press any keys to stop the sound, just flashing the corresponding symbol 
· No settings in 20 seconds will save settings and exit

5. LED  Light backlight condition:：

· Power adapter. power supply, 
a) On power or RESET , LED high light 
b) Press 【SN/LIGHT】key , switch loops  High → low → OFF . 
c) Even in a low or off state , except【SN/LIGHT】key,  press any other keys LED highlight  10 seconds, then revert to the previous state 
d) Even if the alarm is ringing , in a low or off state, the LED highlight 10 seconds, and then 
Revert to the previous status

· DC battery powered 
a) On power or RESET ,LED highlight 10 seconds and then off 
b) Press【SN/LIGHT】, LED highlight 10 seconds, then off 

c) Even in the OFF state, except 【SNOOZE】 key,  press any other key , LED highlight ten seconds, and then off 
d) OFF status , if alarm clock , LED highlight 10 seconds, then off 
D. Functions and effects description
1. Atomic RCC Function.

· Enters RCC receive condition：
a) Power On or reset select the country zone【DCF= European EU；MSF = English UK；WWVB= US】 Enter RCC receive
b) Long Press【DOWN/RCC】Key to force the RCC to receive
c) In the receive process, single press【DOWN/RCC】 key to stop RCC receive
d) only snooze key is available during the receive process, if want to press any other keys, you need to exit RCC receive status .
· RCC receive , traveling clock version description that the RCC signal receives based on the country region that is set by the user, switching sequentially between DCF→MSF→wwvb . For example: The last time you received a successful WWVB format, the next time you turn on RCC reception takes precedence over WWVB 's RCC Radio wave format 
· RCC receive time 4-12 minutes 
· RCC Receive graphics：
a) sign flashing when received
b) if receive successful , the entire RCC symbol will be full displayed; 

c) if receive signal not succeed ,the symbol disappeared and exit RCC ﹒
· Any non-set mode, long press【DOWN/RCC】 Key, enter RCC manual Receive mode, and then press【DOWN/RCC】key ,can stop the RCC receive
· Automatically receive the airwaves on every day of the night 1:03,2:03,3:03,4:03,5:03 ; every day 1:03,2:03 and 3:03 Force automatic reception,4:03 and 5:03 select receive, maximum receive
time is 12 minutes  , the receiver is automatically stopped if the correct time is not received within the specified time。

2. RF function：

· When the battery is installed , after the temperature and humidity are detected, automatically enter the RF receive 3 minutes
· Press the【RF】key in standard mode to force clear the data for the outdoor channel and Re-register
· Outdoor data does not receive valid data within 60 minutes and automatically register
· When the temperature is lost, the signal is received again and the recovery temperature is displayed
3. Alarm function：

· Alarm Time 2 minutes
· Alarm format:0-20 sec, Bi Bi twice per second,21-40 seconds, per second Bi Bi Bi BI-tone 4 times ;41-120 seconds, continuous BI sounds
· When the alarm is ringing, press the 【SN/LIGHT】 key, will delay alarm 5 minutes, press the other keys to exit the alarm.
4. Temperature and humidity functions：

· Temperature Detection range:-9.9℃ ~50 ℃ [14.2℉~122℉ ] , higher than 50℃ display HH. H, less than -9.9℃ display LL.L
· Temperature and humidity detection cycle : 60 sec
· Temperature Precision range：20℃～30℃，±1.5℃；Other intervals is ±2℃
· Pause temperature and humidity detection when alarm is ringing or RCC reception is in progress
E. Work Parameters :
	Project
	Unit
	MIN
	TYPE
	MAX

	Operating voltage
	V
	2.4
	3.0
	3.5

	Static current
	uA
	--
	--
	30

	Operating temperature
	℃
	-10
	--
	50


F. Outdoor Sensor Wireless transmission
· Transmission distance outdoor sensor 100 meter (open, barrier-free). 
· send fast and accurate outdoor temperatures ℃/℉ and humidity (%RH). 
· Min/max the record value. 
· Outside room temperature range: -40 ℃ -+70℃ (-40℉ to 158 ℉) ; above 70 ℃ display HH.H, lower than -40 ℃ Show LL.L
· Outside room Humidity Range: 20-99% above 99% show HH, below 20% show LL
· Room the uses alkaline batteries outside. 
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原文

发送快速准确的室外温度
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